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SH SERIES Smart Weighing Scale

SH SERIES

Smart Weighing Scale
Load cell lock function
Possible to stack in storage without shipping
Auto shut-off feature conserve energy
High contrast LCD

Load cell lock function
Possible to stack in storage without shipping
Simple & easy to operate
High contrast LCD
Battery or AC adapter operation
Auto power-off feature conserve energy
Over/ under load indicator operated

FEATURES

OPTIONS
AC Adapter

SPECIFICATIONS  

Capacity (g)

Readability (g)

Repeatability (Std. Dev.) (g)

Linearity (g)

Weighing Units

Tare range

Stabilization time

Optimum operating temp

Power

Battery Life

Calibration

Display (in/cm)

Pan size (in/cm)

Dimensions WxHxD (mm)

Net Weighit (lb / kg)

200                       2000                      5000

0.1                            1                            2

0.1                            1                            2

0.1                            1                            2

g, oz                         g, lb, oz, oz t, dw t

Full Tare

2 seconds

18° - 25°C (65° - 77°F)

3 AA batteries (included)
AC adapter (optional accessory)

300 hours

Digital calibration from keypad

LCD (0.5 / 1.2 high digits)

4.75/12.0

145 (W) x 45  (H)x 205 (D)

0.875 / 0.4

Model SH SERIES

DIMENSIONS

Unit:mm

STACKING SCALES

Stacking Ring

Load cell lock

Adjustable Foot


