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High and low temperature test chamber

Product description:

WDW-GD Hight Low Temperature Tensile Testing Machine Application: Application to the tensile and creep
relaxation strength test if the round specimen, rectangular specimen, and tubular product and oth
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WDW-GD Hight Low Temperature Tensile Testing Machine

Application:

Application to the tensile and creep relaxation strength test if the round

specimen, rectangular specimen, and tubular product and other products

under GB/T4338 (metal material of high temperature tensile test method),

HB5195 (The metal high temperature tensile test method) , GB/T2039( the

tensile creep rupture and test method), HB5150

(metal high temperature tensile durable test method)

Main technical parameter about the high temperature part:

Model WDW-
5

WDW-1
0

WDW-2
0

WDW-30 WDW-5
0

WDW-100

Max. Load 5kN

500kgf

1120lbf

10kN

1000kgf

2240lbf

20kN

2000kgf

4480lbf

30kN

3000kgf

6720lbf

50kN

5000kgf

11200lbf

100kN

10000kgf

22400lbf

Load accuracy ≤±1%

Load range 2%-100% of full scale

Load resolution 1/200000 of full scale

Disp. resolution 0.01mm

Test speed 0.05-500mm/min 0.05-300mm/min

Tensile space 750mm|30in 650mm|25.6in 650mm|25.6in

Comp. space 750mm|30in 650mm|25.6in 650mm|25.6in

Test width 375mm 400mm 420mm

Temperature range -40°C~350°C

Thermostat specifications High precision temperature control meter

, multilevel PID adjust, interval 1°C, accuracy: 0.5°C
Temperature fluctuation ±1°C

Temperature gradient Better than 3°C

Heating up time Room temperature to 300°C, less than 50 minutes

Uniform temperature

zone length

More than 150mm

Size of oven body Hearth: depth 650mm×width 240mm×height400mm

Overall size:1000mm×390mm×600mm

Material Stainless steel inner shell, long durability,

good anti-corrosion performance
Structure Large observation window, easy operation,

with guide rail
High temperature box pow

er
2kW/AC380V/50Hz

Dimension 730×430×1700mm 755×480×1780m
m

825×600×1950mm

Power supply 220V, 1ph, 0.5kW 220V, 1ph, 0.75k
W

220V, 1ph, 1kW

Weight (kg) 250kg|550lb 280kg|616lb 350kg|770lb
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